INSTRUCTIONS TO LOAD 
ROMS FROM USB 



- Insert a blank USB flash 
drive into the RetroBox. A 
directory structure will be 
automatically generated on 
the flash drive. 

- Unplug the flash drive from 
the RetroBox, insert into your 
PC and copy your ROMs into 
the corresponding directories. 

- Insert the loaded USB flash 
drive back into the RetroBox. 
The ROMs are automatically 
synchronized with the ROM 
folder on the RetroBox. 

- When the flashing on your 
flash drive stops, you may 
unplug it from the RetroBox 

For more information, please 
visit http://bit.ly/lxCXlRD 



INCLUDED IN BOX 



- RetroBox console 

- 6 ft. HDMI cable 

- Mini-USB power supply 

- 8 GB microSD card (comes 
pre-loaded, no setup 
required) 

- 2x 9 ft. classic SNES USB 
controllers 

* RetroBox console may 
come in a different case than 
pictured. It's still functionally 
the same. 



RETROBOX 
THE MANUAL 




ONE 
BOX 

THREE 
CONSOLES 



TWENTY 22 LABS 

etsy,com/shop/Twenty22Labs 



THOUSANDS 
OF MEMORIES 









MENU 




> Core 




Load Game (History) 




Load Game 




Core Options 




Video Options 




Audio Options 




Input Options 




Path Options 




Rewind 


ON 


Rev/ i nd Gr anu 1 ar i ty 


1 


SRAM Autosave 


OFF 


Debug Text 


OFF 


Qui t RetroArch 




0.9.9-wip2 - TestCore vl 





RetroArch advanced options menu 
Access by pressing Select + X 



ADVANCED OPTIONS 

The RetroArch options menu is 
designed for the console experience, 
where everything is managed from a 
controller. It focuses on being useful, 
and not particularly flashy. 

A button: Accept/OK 

B button: Back/Cancel 

Start: Go to main settings menu 

Select: Set a setting to default 

Up/Down D-pad: Browse settings/files 

Left/Right D-pad: Toggle settings 



For more information, please visit 
http://bit.ly/lAISOrp 



EMULATOR BUTTON MAPPINGS 



PRESS START + SELECT AT ANY TIME TO 
RETURN TO THE RETROBOX MAIN MENU 





